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Index
Standard 
LED Power Supply   

01-14

LineType
LED Power Supply  

30-42

Dimmable 
LED Power Supply   

72-90

Waterproof 
LED Power Supply  

52-71

LED Power Supply  
43-51 IP44 Super Thin 

LineType Metal Case
LED Power Supply   

91-92

15-29   I P20 Super Thin 
LED Power Supply   



＜1%±5%

±5%

1A

0.5A

12V12W

12W

YSL12-12 

YSL12-24 24V ＜1% 85%

Dimension(LxWxH) Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model Riple(P-P)

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 6W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance

Dimension(LxWxH) Ripple (p-p) Efficiency 

＜1%

＜1%

＜1%

88%

88%

88%

±5%

±5%

±5%

Output Current  

350mA 

500mA 

700mA 

Model 

12W 

12W 

12W 

YSL12-350 

YSL12-500 

YSL12-700 

YSL6 SERIES YSL12 SERIES

3
1

21
67.5

51

4
.0

Constant Voltage  

Constant Current 

Standard 
LED Power Supply

Standard 
LED Power Supply

＜1%±5%

±5%

1A

0.5A

90-265V AC 12V

90-265V AC 

12W

12W

YSL12-12 

YSL12-24 24V ＜1% 85%

Dimension(LxWxH) Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model Riple(P-P)

Constant Voltage  

Power (max.) Input Voltage 

90-265V AC  

90-265V AC  

90-265V AC  

Constant Current  

Dimension(LxWxH) Efficiency Power (max.)Model 

67.5x31x21mm＜1%±5%220-240V AC 12V6WYSL6-12 78%0.5A

67.5x31x21mm±5%220-240V AC 6WYSL6-24 24V ＜1% 78%0.25A

Dimension(LxWxH) 

67.5x31x21mm

67.5x31x21mm

＜1%±5%

±5%

90-265V AC 12V

90-265V AC 

6W

6W

YSL6-12 

YSL6-24 24V ＜1%

Efficiency Input Voltage Power (max.)Model Riple(P-P)

78%

78%

0.5A

0.25A

85%

85%

85%

6W 

6W 

6W 

YSL6-350 

YSL6-500 

YSL6-700 

67.5x31x21mm

67.5x31x21mm

67.5x31x21mm

90-265V AC  

90-265V AC  

90-265V AC  

Input Voltage Riple(P-P)Voltage Tolerance Output Current
(max.)  Output Voltage 

Voltage Tolerance Output Voltage 

Current Tolerance 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

34V

24V

17V

Dimension(LxWxH) Ripple (p-p) Efficiency 

＜1%

＜1%

＜1%

88%

88%

88%

±5%

±5%

±5%

Output Current  

350mA 

500mA 

700mA 

Model 

12W 

12W 

12W 

YSL12-350 

YSL12-500 

YSL12-700 

Power (max.) Input Voltage Current Tolerance 

34V

24V

17V

Dimension(LxWxH) Ripple (p-p) Efficiency 

＜1%

＜1%

＜1%

±5%

±5%

±5%

Output Current  

350mA 

500mA 

700mA 

Model Power (max.) Input Voltage Current Tolerance 

220-240V AC 

220-240V AC 

220-240V AC 

Output Voltage 
(max.)  

85%

85%

85%

6W 

6W 

6W 

YSL6-350 

YSL6-500 

YSL6-700 

67.5x31x21mm

67.5x31x21mm

67.5x31x21mm

Dimension(LxWxH) Ripple (p-p) Efficiency 

＜1%

＜1%

＜1%

±5%

±5%

±5%

Output Current  

350mA 

500mA 

700mA 

Model Power (max.) Input Voltage Current Tolerance 

17V

12V

8.5V

17V

12V

8.5V

01

Output Current
(max.)  

Output Voltage 
(max.)  

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

24

02

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 12W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- Rohes Compliance







































4039

YSL20B SERIES

LineType
LED Power Supply

20

3
0

4

3

210

85%

86%

1.66A

0.83A

20W

20W

YSL20B-12 

YSL20B-24 

210x30x20mm

210x30x20mm≥0.95

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

≥0.95

≥0.9

≥0.9

85%

86%

1.66A

0.83A

20W

20W

YSL20B-12 

YSL20B-24 

210x30x20mm

210x30x20mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

90-265V AC 

90-265V AC 

88%≥0.9500mA YSL20B-500 

≥0.91400mA20WYSL20B-1400

≥0.9

≥0.91050mA

700mA

20W

20W

20W

YSL20B-1050

YSL20B-700 88%

88%

88%

210x30x20mm

210x30x20mm

210x30x20mm

210x30x20mm

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

Constant Voltage  

Constant Current  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

88%≥0.9500mA YSL20B-500 

≥0.91400mA20WYSL20B-1400

≥0.9

≥0.91050mA

700mA

20W

20W

20W

YSL20B-1050

YSL20B-700 88%

88%

88%

210x30x20mm

210x30x20mm

210x30x20mm

210x30x20mm

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 

40V

28.5V

19V

14.2V

40V

28.5V

19V

14.2V

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

LineType
LED Power Supply

YSL40B SERIES 

28

3
0

4

3

250

86%

88%

40W

40W

YSL40B-12 

YSL40B-24 

≥0.9

≥0.9

3.33A

1.66A

250x30x28mm

250x30x28mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

86%

88%

30W

30W

YSL40B-12 

YSL40B-24 

≥0.9

≥0.9

2.5A

1.25A

250x30x28mm

250x30x28mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

90-265V AC 

90-265V AC 

≥0.9YSL40B-500 

≥0.940WYSL40B-1400

≥0.9

≥0.940W

40W

40W

YSL40B-1050

YSL40B-700 

250x30x28mm

250x30x28mm

250x30x28mm

250x30x28mm

Dimension(LxWxH) 

1050mA

700mA

500mA ±5%

±5%

±5%

±5%

88%

88%

88%

88%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

1400mA

36W 90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 

36W

36W

36W

Constant Voltage  

Constant Current  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

≥0.9YSL40B-500 

≥0.9YSL40B-1400

≥0.9

≥0.9YSL40B-1050

YSL40B-700 

250x30x28mm

250x30x28mm

250x30x28mm

250x30x28mm

Dimension(LxWxH) 

1050mA

700mA

500mA ±5%

±5%

±5%

±5%

88%

88%

88%

88%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

1400mA

80V

57V

38V

28V

72V

51V

34V

25V

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 20W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 40W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- Rohes Compliance

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance



4241

YSL60B SERIES

LineType
LED Power Supply

28

3
0

4

3

280

280x30x28mm90%

92%

5A

2.5A

60WYSL60B-12 

YSL60B-24 60W 280x30x28mm

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

90-265V AC ≥0.95

90-265V AC 

280x30x28mm90%

92%

4.16A

2.08A

50WYSL60B-12 

YSL60B-24 50W 280x30x28mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

≥0.95

92%

92%

92%

92%60W

280x30x28mm

280x30x28mm

280x30x28mm

280x30x28mm

≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

1050mA

700mA ±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

2100mA

60W

60W

60W

YSL60B-1400  

YSL60B-2100

YSL60B-700 

YSL60B-1050 

90-265V AC  

90-265V AC  

90-265V AC 

≥0.9590-265V AC 

≥0.95

≥0.95

≥0.95

Constant Voltage  

Constant Current  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

92%

92%

92%

92%50W

280x30x28mm

280x30x28mm

280x30x28mm

280x30x28mm

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

50W

50W

50W

85V

57V

42V

28V

1400mA

71V

47V

35V

23V

1050mA

700mA

2100mA

1400mA

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

YSL60B-1400  

YSL60B-2100

YSL60B-700 

YSL60B-1050 

LineType
LED Power Supply

YSL100B SERIES 

28

3
0

4

3

365

365x30x28mm90%

92%

8.33A

4.16A

100W

100W

YSL100B-12 

YSL100B-24 

≥0.95

≥0.95 365x30x28mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

90-265V AC 

90-265V AC 

365x30x28mm90%

92%

6.25A

3.125A

75W

75W

YSL100B-12 

YSL100B-24 

≥0.95

≥0.95 365x30x28mm

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

365x30x28mm

365x30x28mm

365x30x28mm

365x30x28mm

Dimension(LxWxH) 

92%

92%

92%

1050mA  YSL100B-1050  

92%≥0.954200mA100WYSL100B-4200

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

100W

100W

100W

1400mA 

2100mA ≥0.95

≥0.95

≥0.95

YSL100B-1400 

YSL100B-2100 

90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 

Constant Voltage  

Constant Current  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

365x30x28mm

365x30x28mm

365x30x28mm

365x30x28mm

Dimension(LxWxH) 

92%

92%

92%

1050mA  YSL100B-1050  

92%≥0.954200mA75WYSL100B-4200

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

75W

75W

75W

1400mA 

2100mA ≥0.95

≥0.95

≥0.95

YSL100B-1400 

YSL100B-2100 

95V

71V

47V

23V

71V

53V

35V

18V

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 60W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 100W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- Rohes Compliance

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance

















5857

Constant Voltage  

118x35x26mm

118x35x26mm

24W

24W

90-265V AC 

85%

86%

2A

1A

Constant Current  

YCL24-12 

YCL24-24 

90-265V AC 

YCL24 SERIES 

Waterproof
LED Power Supply

Dimension(LxWxH) 

＜1%±5%

±5%

12V

24V ＜1%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model Riple(P-P)

118x35x26mm

118x35x26mm

24W

24W

85%

86%

2A

1A

YCL24-12 

YCL24-24 

Dimension(LxWxH) 

＜1%±5%

±5%

12V

24V ＜1%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model Riple(P-P)

85%

85%

24W

24W

YCL24-350 

YCL24-500 

118x35x26mm

118x35x26mm

＜1%

＜1%

＜1%YCL24-700 24W 118x35x26mm85%

＜1%YCL24-1050 24W 118x35x26mm85%

±5%

±5%

±5%

±5%

350mA 

500mA

700mA 

1050mA

Dimension(LxWxH) Ripple (p-p) Efficiency Output Current  Model Current Tolerance Power (max.) Input Voltage 

90-265V AC  

90-265V AC  

90-265V AC  

90-265V AC  

85%

85%

24W

24W

YCL24-350 

YCL24-500 

118x35x26mm

118x35x26mm

＜1%

＜1%

＜1%YCL24-700 24W 118x35x26mm85%

＜1%YCL24-1050 24W 118x35x26mm85%

±5%

±5%

±5%

±5%

350mA 

500mA

700mA 

1050mA

Dimension(LxWxH) Ripple (p-p) Efficiency Output Current Model Current Tolerance Power (max.) Input Voltage 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

118x35x26mm

68V 

22V

48V 

34V 

68V 

22V

48V 

34V 

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

Waterproof
LED Power Supply

Constant Current  

90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 

Constant Voltage  

YCL40 SERIES

148

4
0

30

85%

86%

40W

40W

YCL40-12 

YCL40-24 

148x40x30mm3.33A

1.66A 148x40x30mm

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

90-265V AC 40W

90-265V AC 40W

85%

86%

YCL40-12 

YCL40-24 

148x40x30mm

148x40x30mm

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

YCL40-500 

YCL40-1400

YCL40-1050

YCL40-700 

148x40x30mm

148x40x30mm

148x40x30mm

148x40x30mm40W

40W

40W

40W ≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

1050mA

700mA

500mA ±5%

±5%

±5%

±5%

88%

88%

88%

88%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

1400mA

YCL40-500 

YCL40-1400

YCL40-1050

YCL40-700 

148x40x30mm

148x40x30mm

148x40x30mm

148x40x30mm

≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

1050mA

700mA

500mA ±5%

±5%

±5%

±5%

88%

88%

88%

88%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

1400mA

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

80V 

28.5V

57V 

38V 

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

3.33A

1.66A

40W

40W

40W

40W 80V 

28.5V

57V 

38V 

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 24W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 40W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance



6059

Waterproof
LED Power Supply

YCL60 SERIES 

90-265V AC 

90-265V AC 

90-265V AC 1.67A

163x43x33mm

163x43x33mm

Dimension(LxWxH) 

88%

90%

YCL60-12 

YCL60-24 

≥0.9

≥0.9

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

163x43x33mm90%YCL60-36 ≥0.9 ±5%36V

163x43x33mm

163x43x33mm

Dimension(LxWxH) 

88%

90%

5A

2.5A

60W

60W

YCL60-12 

YCL60-24 

≥0.9

≥0.9

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

700mA YCL60-700 

2100mA60WYCL60-2100

1400mA

1050mA

60W

60W

60W

YCL60-1400

YCL60-1050 

163x43x33mm

163x43x33mm

163x43x33mm

163x43x33mm

90%

90%

90%

90%

≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 700mA YCL60-700 

2100mAYCL60-2100

1400mA

1050mA

YCL60-1400

YCL60-1050 

163x43x33mm

163x43x33mm

163x43x33mm

163x43x33mm

90%

90%

90%

90%

≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

Constant Voltage  

Constant Current  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

85V 

28V

57V 

42V 

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

Waterproof
LED Power Supply

YCL80 SERIES

YCL80-12 

YCL80-24 

190x52x37mm

190x52x37mm

90%

92%

6.66A

3.33A

80W

80W

Dimension(LxWxH) 

≥0.9

≥0.9

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

YCL80-12 

YCL80-24 

YCL80-36 

90%

92%

6.66A

3.33A

80W

80W

92%2.22A80W

190x52x37mm

190x52x37mm

190x52x37mm

90-265V AC 

90-265V AC 

90-265V AC 

Dimension(LxWxH) 

≥0.9

≥0.9

±5%

±5%

12V

24V

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

≥0.9 ±5%36V

YCL80-1050 

YCL80-4200

YCL80-2100

YCL80-1400

80W

80W

80W

80W 92%

92%

92%

92%

190x52x37mm

190x52x37mm

190x52x37mm

190x52x37mm

2100mA

1400mA

1050mA ≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

90-265V AC 

90-265V AC 

90-265V AC 

90-265V AC 92%

92%

92%

92%

190x52x37mm

190x52x37mm

190x52x37mm

190x52x37mm

≥0.9

≥0.9

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

Constant Current  

Constant Voltage  

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

76V 

19V

57V 

38V 

4200mA

YCL80-1050 

YCL80-4200

YCL80-2100

YCL80-1400

2100mA

1400mA

1050mA

4200mA

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

60W

60W

60W

60W 85V 

28V

57V 

42V 

60W

60W

60W

5A

2.5A

76V 

19V

57V 

38V 

80W

80W

80W

80W

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 60W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 80W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance



6261

90-265V AC 

Constant Voltage  

90-265V AC 

90-265V AC 

90-265V AC 

90%

92%

8.33A

4.16A

12V

24V

100WYCL100-12 

YCL100-24 

≥0.9

≥0.9

YCL100-36 

YCL100-48 

100W

100W

100W

36V

48V

2.77A

2.08A

≥0.9

≥0.9

92%

92%

Constant Current 

190x52x37mm

190x52x37mm

≥0.9

≥0.9

≥0.9

1050mA 

1400mA

2100mA 

100W

100W

100W  

YCL100-1050 

YCL100-1400 

YCL100-2100 

≥0.93600mA100WYCL100-3600

100WYCL100-4200

92%

92%

92%

92%

92%≥0.94200mA

190x52x37mm

190x52x37mm

190x52x37mm

90-265V AC  

90-265V AC  

90-265V AC 

90-265V AC 

90-265V AC 

190x52x37mm

190x52x37mm

190x52x37mm

190x52x37mm

Waterproof
LED Power Supply

YCL100 SERIES 

Dimension(LxWxH) 

±5%

±5%

90%

92%

8.33A

4.16A

12V

24V

100WYCL100-12 

YCL100-24 

≥0.9

≥0.9

YCL100-36 

YCL100-48 

100W

100W

100W

36V

48V

2.77A

2.08A

≥0.9

≥0.9

92%

92%

190x52x37mm

190x52x37mm

190x52x37mm

190x52x37mm

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

±5%

±5%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.)Model PF 

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current  PF Input Voltage Power (max.)Model 

±5%

190x52x37mm

190x52x37mm

≥0.9

≥0.9

≥0.9

1050mA 

1400mA

2100mA 

100W

100W

100W  

YCL100-1050 

YCL100-1400 

YCL100-2100 

≥0.93600mA100WYCL100-3600

100WYCL100-4200

92%

92%

92%

92%

92%≥0.94200mA

190x52x37mm

190x52x37mm

190x52x37mm

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

±5%

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

95V 

28V

71V 

47V 

24V

95V 

28V

71V 

47V 

24V

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

Waterproof
LED Power Supply

Constant Voltage  

Constant Current 

YCL150 SERIES

191

6
8

37

12.5A

6.25A

90-265V AC 150W

150W

150W

150W

90-265V AC 

90-265V AC 

90-265V AC 

4.16A

3.125A

YCL150-12 

YCL150-24 

YCL150-36 

YCL150-48 

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

Model 

90%

92%

12V

24V

≥0.9

≥0.9

36V

48V

≥0.9

≥0.9

92%

92%

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.) PF 

12.5A

6.25A

150WYCL150-12 

YCL150-24 

YCL150-36 

YCL150-48 

150W

150W

150W

4.16A

3.125A

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

Model 

90%

92%

12V

24V

≥0.9

≥0.9

36V

48V

≥0.9

≥0.9

92%

92%

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Voltage Tolerance Input Voltage Output Voltage Power (max.) PF 

150W

150W

150W  

YCL150-1050 

YCL150-1400 

YCL150-2100 

150WYCL150-3600

150WYCL150-4200

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

≥0.9

≥0.9

≥0.9

1050mA 

1400mA

2100mA 

≥0.93600mA

92%

92%

92%

92%

92%≥0.94200mA

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

±5%

90-265V AC  

90-265V AC  

90-265V AC 

90-265V AC 

90-265V AC 

150W

150W

150W  

YCL150-1050 

YCL150-1400 

YCL150-2100 

150WYCL150-3600

150WYCL150-4200

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

191x68x37mm

≥0.9

≥0.9

≥0.9

1050mA 

1400mA

2100mA 

≥0.93600mA

92%

92%

92%

92%

92%≥0.94200mA

Dimension(LxWxH) 

±5%

±5%

±5%

±5%

Efficiency Current Tolerance Output Current PF Input Voltage Power (max.)Model 

±5%

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

220-240V AC 

147V 

41V

107V 

71V 

35V

Output Current
(max.)  

Output Current
(max.)  

Output Voltage 
(max.)  

Output Voltage 
(max.)  

147V 

41V

107V 

71V 

35V

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 100W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance

- Input voltage: 90-265VAC/220-240VAc

- Input Frequency: 50/60Hz

- Rated Power: 150W

- Safety standard: EN61347-1, 

  EN61347-2, UL8750+1310

- EMI standard: EN55015

- EMS standard: EN61547

- Harmonic: EN61000-3-2

- Directive 2009/125/EC

- ERP: EU2019/2020 

- Short Circuit, over current and over 

   voltage protection

- Over temperature Protection

- 100% full load burn in test

- Auto restart after remove of fault conditions

- RoHS Compliance
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28

28

3
0

4

3

365

Dimming 
LED Power Supply

Dimming 
LED Power Supply

YSL60B SERIES 
0-10V Dimming Mode

YSL100B SERIES 
TRIAC Dimming Mode

3
0

4

3

280

- Input voltage: 100-277V max305V

- Input Frequency: 50/60Hz 

-.Smooth dimming compatible with most dimmers

-.Dimming range 1-100% 

- Safety standard: EN61347-1, EN61347-2, UL8750+1310 

- EMI standard: EN55015 

- EMS standard: EN61547 

- Harmonic: EN61000-3-2 

- Directive 2009/125/EC 

- ERP: EU2019/2020 

- Short Circuit, over current and over voltage protection 

- Over temperature Protection 

- 100% full load burn in test 

- Auto restart after remove of fault conditions 

- RoHS Compliance

- Input voltage: 100-277V max305V

- Input Frequency: 50/60Hz 

-.Smooth dimming compatible with most dimmers 

-.Dimming range 1-100% 

- Safety standard: EN61347-1, EN61347-2, UL8750+1310 

- EMI standard: EN55015 

- EMS standard: EN61547 

- Harmonic: EN61000-3-2 

- Directive 2009/125/EC 

- ERP: EU2019/2020 

- Short Circuit, over current and over voltage protection 

- Over temperature Protection 

- 100% full load burn in test 

- Auto restart after remove of fault conditions 

- RoHS Compliance

YSL60B 

YSL60B 

YSL60B 

YSL60B 

YSL60B 

Constant Current 

Dimension(LxWxH) Efficiency Voltage Tolerance Output Current Input Voltage Power (max.) PF 

85%350mA ≥0.9 ±5%230V/120V AC 

85%12V 

85%24V 

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

Efficiency Voltage Tolerance Output Voltage Input Voltage Power (max.) PF Model 

Constant Voltage  

85%500mA ≥0.9 ±5%230V/120V AC 

85%700mA ≥0.9 ±5%230V/120V AC 

Output Current 
(max.)  

230V/120V AC 

230V/120V AC 

2A 

1A 

40-51V 

30-36V 

35-48V 

Output Voltage  
(max.)  

18W 

 

24W 

 24W 

 

18W 

 24W 

 

160x58x20mm

160x58x20mm

160x58x20mm

160x58x20mm

160x58x20mm

Model 

YSL60B 

YSL60B 

85%12V 

85%24V 

≥0.9

≥0.9

±5%

±5%

230V/120V AC 

230V/120V AC 

2.5A 

1.25A 

30W 

 30W 

160x58x20mm

160x58x20mm

YSL60B 

YSL60B 

YSL60B 

85%1050mA ≥0.9 ±5%230V/120V AC 

85%700mA ≥0.9 ±5%230V/120V AC 

85%1050mA ≥0.9 ±5%230V/120V AC 

20-34V 

30-42V 

20-28/V 

24W 

 30W 

 30W 

160x58x20mm

160x58x20mm

160x58x20mm

YSL100B 30W 

YSL100B 30W 

85%12V 

85%24V 

≥0.9

≥0.9

Dimension(LxWxH) 

±5%

±5%

Efficiency Voltage Tolerance Output Voltage Input Voltage Power (max.) PF Model 

Constant Voltage  

Output Current 
(max.)  

230V/120V AC 

230V/120V AC 

2.5A 

1.25A 

180x66x32mm

180x66x32mm

YSL100B 40W 

YSL100B 40W 

85%12V 

85%24V 

≥0.9

≥0.9

±5%

±5%

230V/120V AC 

230V/120V AC 

3.3A 

1.67A 

180x66x32mm

180x66x32mm

YSL100B 50W 85%12V ≥0.9 ±5%230V/120V AC 4.16A 180x66x32mm

YSL100B 50W 

YSL100B 50W 

85%24V 

85%48V 

≥0.9

≥0.9

±5%

±5%

230V/120V AC 

230V/120V AC 

2.08A 

1.05A 

180x66x32mm

180x66x32mm

40W 

 40W 

 40W 

 

700mA 

1050mA 

1400mA 

Constant Current 

Dimension(LxWxH) Efficiency Voltage Tolerance Output Current Input Voltage Power (max.)Model PF 

85%≥0.9 ±5%230V/120V AC 

85%≥0.9 ±5%230V/120V AC 

85%≥0.9 ±5%230V/120V AC 

Output Voltage  
(max.)  

160x58x18mm

160x58x18mm

160x58x18mm

50W 

 50W 

 50W 

 

900mA 

1400mA 

2100mA 

85%≥0.9 ±5%230V/120V AC 

85%≥0.9 ±5%230V/120V AC 

85%≥0.9 ±5%230V/120V AC 

160x58x18mm

160x58x18mm

160x58x18mm

1050mA 

85%≥0.9 ±5% 160x58x18mm50W 230V/120V AC 

YSL100B 

YSL100B 

YSL100B 

YSL100B 

YSL100B 

YSL100B 

YSL100B 

40-57V 

20-38V 

20-28V 

40-55V 

38-47V 

28-35V 

18-23V 



DALI Dimmable series

8889

Brightness
Adjustment

VFD: brightness adjustment
VFC: Color temperature adjustment
VFR: RGB adjustment
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Model :YSL80L

Metal case  Power Supply 

Input:220-240VAC   50Hz

Rated Power : 80W

Output Voltage:  12V /24V                                             

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc. CE/RoHS compliance

Dimension:  160×40×32mm    

Model :YSL60L

Input:220-240VAC   50Hz

Rated Power : 60W 

Output Voltage:  12V /24V                                                  

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc.CE/RoHS compliance 

Dimension: 160×40×32mm        

Model :YSL360L

Input:220-240VAC   50Hz

Rated Power :360W

Output Voltage:  12V /24V

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc.   CE/RoHS compliance

Dimension: 223×68×40mm        

Model :YSL200L

Input:220-240VAC   50Hz

Rated Power :200W

Output Voltage:  12V /24V

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc. CE/、RoHS compliance

Dimension:223×68×40mm             

Model :YSL150L

Input:220-240VAC   50Hz

Rated Power : 150W

Output Voltage:  12V /24V

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc. CE/RoHS compliance 

Dimension:  188×47×35mm       

LineType Metal Case  
Power Supply

Model :YSL250L

Input:220-240VAC   50Hz

Rated Power :250W

Output Voltage:  12V /24V

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc. CE/RoHS compliance

Dimension: 223×68×40mm          

LineType Metal Case  
Power Supply

Model :YSL30L

Input:220-240VAC   50Hz

Rated Power : 36W 

Output Voltage:  12V /24V                                                  

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc.CE/RoHS compliance 

Dimension: 120×46×30mm        

Model :YSL100L

Metal case  Power Supply 

Input:220-240VAC   50Hz

Rated Power : 100W

Output Voltage:  12V /24V                                             

Application: CCTV Camera, Monitoring System in Security field, Industrial 

Display Screen,LED strip etc. CE/RoHS compliance

Dimension:  188×47×35mm    
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